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Spannzangen OZ, DIN 6388B, doppelt geschlitzt
Collets OZ, DIN 6388B, double slotted

Spannzangen OZ, DIN 6388A, einfach geschlitzt
Collets OZ, DIN 6388A, single slotted
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2-16 OZ 16 25,5 40 ● 06-415E-Ø
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4-20 OZ 20 29,8 45 ● 06-4541E-Ø
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1,0-2,5 OZ 8 14,5 26 ◗ 06-401E-Ø

3,0-8,0 OZ 8 14,5 26 ◗ 06-401E-Ø
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2-16 OZ 16 25,5 40 ● 06-410E-Ø

Typ 415 E (OZ 16), 0,5 mm steigend / stepped

Typ 4541 E (OZ 20), 1 mm steigend / stepped

Typ 401 E (OZ 8), 0,5 mm steigend / stepped

Typ 410 E (OZ 16), 1 mm steigend / stepped
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2-25 OZ 25 35,5 52 ● 06-462E-Ø
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2-25 OZ 25 35,5 52 ● 06-444E-Ø

Typ 462 E (OZ 25), 0,5 mm steigend / stepped

Typ 444 E (OZ 25), 1 mm steigend / stepped
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3-32 OZ 32 43,7 60 ● 06-467E-Ø
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4-32 OZ 32 44 60 ● 06-450E-Ø
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12-40 OZ 40 52,2 68 ● 06-468E-Ø

Typ 467 E (OZ 32), 1 mm steigend / stepped

Typ 450 E (OZ 32), 1 mm steigend / stepped

Typ 468 E (OZ 40), 1 mm steigend / stepped
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